
Construction

- MDF frame, edges visible and painted.
Both sides attenuate: Class A, αw 0,95

- Screen dimensions depend on the  

panels.

Satunurkka Screens
- MDF frame; frame not visible.
- Width 80 cm, acoustic panel height 168 

height

Materials
- Acoustic screens are ecologically ma-

- Upholstery options include fabrics 
made of 100% recycled material.

- Materials are safe for indoor air quality 

Acoustic Properties

in lowering the level of unwanted noise 

125 Hz: 0,25 
250 Hz: 0,75
500 Hz: 0,90 

Floor Standing Use

Sound Absorption Class, ISO 11654:

 

adjusted on site.  Fitting the feet to the 

cm, bottom of screen 8 cm above floor

number and size of Muffle acoustic

The feet of the screen are fitted and

Satunurkka screen requires the removal 
of the screen surfaces.

Ceiling Installation
An anchor bolt (or similar) with a load 

The screen is installed as close as pos-
sible to the correct height and locked 
in place with a cable lock.  The height is 
then adjusted further from inside the 
screen.  Finally, the cable lock is secured 

point.

Yeseco’s acoustic partitions and screens are an easy way to introduce 
acoustic surfaces into a space, making it possible to control sound 
reflections even if wall space is unavailable.  Our acoustic screens
complement other Yeseco products; Muffle screens and hanging
Ilmava partitions fit perfectly with our fabric upholstered Muffle
acoustic panels.  We also manufacture hanging Muffle acreens for
ceiling mounting.

1000 Hz: 0,95
2000 Hz: 1,00
4000 Hz: 1,05

Muffle Screen
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Muffle Screen

Muffles can optionally be upholstered using 
100% recycled fabric (Convert 2000).

The acoustic material used in the screens is 
hemp fibre.  It received an honourable  
mention in the INNOSUOMI awards 2010.

Yeseco Collections | Color Combinations

Convert 2000 2651
Nemi Melange 1556

BLACK - CAMEL

Convert 2000 2651
Nemi Melange 1109

BLACK - CHESTNUT

Convert 2000 2504
Convert 2000 2509

CAMEL - 
NATURAL WHITE

Convert 2000 2651
Nemi Melange 1111

BLACK - BURNT ORANGE

Nemi Melange 1111
Nemi Melange 2111

BURNT ORANGE

Convert 2000 2451
Convert 2000 2452

GREEN GREEN - BEIGE

Convert 2000 2451
Convert 2000 2503

Convert 2000 2651
Convert 2000 2451

BLACK - GREEN

Convert 2000 2402
Convert 2000 2451

PETROL - GREEN

Convert 2000 2402
Convert 2000 2503

PETROL - BEIGE

Convert 2000 2504
Convert 2000 2402

CAMEL - PETROL

GREY - BEIGE

Convert 2000 2603
Convert 2000 2503

MAROON - BEIGE

Convert 2000 2251
Convert 2000 2503

Convert 2000 2504
Nemi Melange 1556

CAMEL

Convert 2000 2651
Convert 2000 2503

BLACK

Convert 2000 2651
Convert 2000 2603

BLACK - GREY


