
Quiet
Yeseco Quiet acoustic wall hangings can be used to create impressive 
and acoustically effective picture collages. The beautiful natur al fibre
surface brings printed images to life. The design brings the im
the wall, and the air gaps between the individual panels make indirect 
lighting of the space possible.

Construction
- 1.5 cm thick acoustic panel, and
- 

with acoustic material.
 

The structure of the Quiet from behind:

Materials
Quiet panels are ecologically manufactured 
using:

and
- 

The materials are safe for indoor air quality 

Surface Options 
The product is shipped with an image printed 

image can be chosen from Yeseco’s image 

least 1000 pixels per metre. 

Dimensions of individual hangings:

Standard sized acoustic panels can be freely 
combined to make one big collage.

Class A, αw 1,00

When printing a collage, a 1.2 cm air gap 
is left between panels, making installation 
easier.

Acoustic Properties

Sound Absorption Class, ISO 11654:

 
-

ve in lowering the level of unwanted noise 
-

panels:

125 Hz: 0,30 
250 Hz: 0,65
500 Hz: 1,00

Frame and Installation
The picture collage is shipped without 
frames.  Installation is carried out using 
screws.  The backing panels have places  

Name 
Quiet 60 x 60
Quiet 80 x 40 
Quiet 80 x 80 
Quiet 80 x 120

Depth 
6 cm 
6 cm 
6 cm 
6 cm 

Width x Height  
59,5 x 59,5 cm 
80 x 39,4 cm
80 x 80 cm
80 x 120,6 cm

1000 Hz: 1,00  
2000 Hz: 1,00
4000 Hz: 1,00
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Yeseco Collections | Example Images

Tree in the Mist

Reeds in the Sunset

Lifeless Branch

Autumnal Dwarf Birch

Log End

Dead Tree

You can use your own image or one of Yeseco’s.  For more pictures see www.yeseco.fi. 

Stones on the Shore

Birch Tree


